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ELERACK-16K-N



Rack-mounted lithium batteries for energy storage

48kWh 64.3kWh 80.3kWh 96kWh 112.5kWh 128.6kWh 144.6kWh 160.7kWh 176.8kWh



Model ELERACK-16K-N
Module 16076Wh, 51.2V,117kg , 275/450/770mm

Number of Modules 3 4 5 6 7 8 9 10
Battery Capacity(wh) 48230 64307 80383 96459 112535 128611 144687 160763
Nominal Voltage (V) 153.6 204.8 256 307.2 358.4 409.6 460.8 512

Operating Voltage Range (V) 141.6-170.4 188.8-227.2 236-284 283.2-340.8 330.4-397.6 377.6-454.4 424.8-511.2 472-568
Dimension (H*W*D mm) 1100/450/770 1375/450/770 1650/450/770 1100/900/770 1100/900/770 1375/900/770 1375/900/770 1100/1350/770

Weight（KG） 369 486 603 720 837 954 1071 1188
Cell Type LFP

Max.Charge /Discharge Current (A) 140
Continuous Charging/Discharging

Current (A)
140

Operating Temperature Range（℃） 0-45
Temperature.Control natural cooling
Communication Port CAN

Cycle Life (80%DOD,25℃) ≥6000
Ingress Protection Rating IP54

Installation Rack mount floor standing
Relative Humidity ≤95%rh

Humidity of storage environment ≤95%rh
Max. Operating Altitude ≤3000m
Storage Temperature ≤25℃，12 months；≤35℃，6 months；≤45℃，3 months

Certification UN

Rack-mounted lithium batteries for energy storage



Contact Us

www.bettenergy.com

400-678-6679

sales@bettenergy.com

R&D Operation Center: S108, Weiye Building, No. 11 Torch East Road, Business Park, Torch
High-tech Zone, Huli District, Xiamen China.

Sanming Production Center: 4th Floor, Building 2, Intelligent Manufacturing Industrial
Park, Gongye South Road, Ninghua County, Sanming City, Fujian Province, China

Fuzhou branch: Fuzhou Tajiang District Yizhou Street Industrial Road 173 Fuzhou Sandi
Yuexing International Home Plaza First Floor Exhibition Hall C8018


